Stellwagen Bank National Marine Sanctuary 2010 Expedition
Video Highlight captions.

1. PROSAS Surveyer A-Frame Deployment
Prior to launching the sonar towfish, a drogue is thrown into the water to steady the towfish. Then the sonar towfish is slowly eased into the water using a little muscle and coordinated movement of the winch and A-frame. Project technicians look over the PROSAS Surveyor towfish for damage as it leaves the ship. Once the sonar towfish is settled in the water, the winch operator pays out cable before turning control over to the team members controlling the vehicle from inside the SRVx’s lab. Video courtesy of NOAA/SBNMS and Applied Signal Technology, Inc.
2. Data Acquisition
These four monitors display seafloor image data and sonar target data during night operations. The two monitors on the left display synthetic aperture sonar data, while the monitor on the right displays multibeam side scan sonar data. Video courtesy of NOAA/SBNMS and Applied Signal Technology, Inc.
3. SRVx Operations Lab
During nighttime operations, red lighting and the glow of multiple monitors lit the SRVx’s lab space. Video courtesy of NOAA/SBNMS and Applied Signal Technology, Inc.

4. PROSAS Surveyer Recovery
Calm seas made for simple towfish recoveries. Video courtesy of NOAA/SBNMS and Applied Signal Technology, Inc. 
