
U. S .  DEPARTMENT OF COMMERCE 
JESSE H. JONES, Secretary 

COAST AND GEODETIC SURVEY 
LEO OTIS COLBERT'. Director 

Special Publication No. 227 

HORIZONTAL CONTROL DATA 

UNITED STATFS 

GOVERNMENT PRINTING OFFICE 

WASHINGTON : 1941 



National Oceanic and Atmospheric Administration 

ERRATA NOTICE 

One or more conditions of the original document may affect the quality of the image, such 
as: 

Discolored pages 
Faded or light ink 
Binding intrudes into the text 

This has been a co-operative project between the NOAA Central Library and the Climate 
Database Modernization Program, National Climate Data Center (NCDC). To view the 
original document, please contact the NOAA Central Library in Silver Spring, MD at 
(301) 713-2607 x124 or www.reference@nodc.noaa.gov. 

LASON 
Imaging. Contractor 
12200 Kiln Court 
Beltsville, MD 20704- 13 87 
January 1,2006 



Blank page r e t a i n e d  for p a g i n a t i o n  



PREFACE 

A great amount of triangulation has been added to the precise 
horizontal control net of the United States during the past 10 years. 
The problem of processing the vast amount of data thus accumulated 
ancl making it available to the engineering public is a very difficult 
one. No longer is it feasible to  publish the data for each arc in 
elaborate detail with comprehensive discussions of the field observa- 
tions and the office adjustments. From time to time cluring the, 
past few years triangulation publications have been issued covering 
the data then available for  a State or a section of a State. These 
publications, however, have been made as concise as possible by omit- 
ting all details not absolutely essential to  the actual utilization of 
the data. 

It has not been possible to  issue these triangulation publications 
as rapidly as  the data accumulated, and, even for areas covered by 
the publications, supplementary data are constantly becoming avail- 
able because of the acldition of new work or because of changes in the 
stations from many causes. To  meet this situation, trim lation 
data have been issued recently in  the form of lithographercopies 
of computed results and the unedited field descriptions of s t  a t' ions. 

Requests for  data are  now frequently met by furnishing the de- 
sired data in the form of these lithographed copies which contain 
the essential information but lack an  adequate explanation of the 
data and their uses. One of the main purposes of this pamphlet is 
to  meet this need for  explanation and to  supplement the rather ab- 
breviated text of our  recent triangulation publications. Another 

a ion is to acquaint the local engineer with the purpose of this 
essential facts a out horizontal control data and to persuade him to 
make full use of these data  in  his various surveying projects by show- 
ing him  OW simply this may be clone in areas where control stations 
are available, especially now that State plane-coordinate systems 
hare  been devised. It is hoped that greater familiarity with the 
uses and value of triangulation stations will result also in even 
greater cooperation by local engineers in tl!e preservation of the 
stations of the Federal net and in keeping this Bureau informed of 
changes affecting the use or preservation of its stations. 

rblic 
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INTRODUCTION 

I n  the surveying and mapping of large areas the exact curvature 
of the sea level surface of the eai-th must be taken into consicler- 
ation. For  this reason, the basic surveys of a country are called 
geodetic surveys. There is an intricate net of precise geocletic sur- 
veys over the United States. It coniprises the equivalent of about D 
dozen east-west arcs of triangulation and about 30 north-south arcs, 
although they are by no means in  the regular pattern XThich might 
be inferred from this statement. The aim has been to ha17e the main 
arcs spaced a t  regular intervals over the country and to have the 
intermediate areas well coveiwl with supplementary arcs and area 
triangulation. This precisely determined network serves as a basis 
for  intermediate ant1 local surveys and for all kinds of accurate 
mapping. 

1 
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Latitudes and longitudes have thus been determined for  many 
thousands of marked stations scattered over the United States. Sur- 
veys of small areas may be based on any of these marlred points at 
any time with the assurance that they inay be correctly coordinated 
in positioii with all precise surveys and maps of the entire country 
and with all local surveys so connected. The permanency of the re- 
sults of surveys thus connected to  the national net is also assured since 
any marked points that become lost or that lose their integrity inay 
be duplicated by iietT surveys based on nearby stations. 

Triangulation is a very efficient method for  making surveys over 
extensive areas. It avoids the tedious, time-consuming, expensive op- 
eration of measuring the lengths of all lines that enter into a survey. 
It consists of a system of connected triangles with all angles carefully 
observed but with only a n  occasional length actually measured on the 
ground. Eaoh measured length is known as a base. By use of these 
measured angles and bases, the lengths of all other sides of the con- 
nected triangles may be computed by trigonometry. I f  the latitude 
and longitude of one point are known together with the azimuth to 
one of the other stations, the latitudes and longitudes of all other 
points and the azimuths of all other lines may also be derived. 

Triangulation is a simple method when used over sinal1 areas where 
the earth's curvature need not be considered. Over large areas, the 
computations become rather formidable for the local engineer who 
inay have had little opportunity to become experienced in the use of 
the special formulas and tables required. This difficulty has been al- 
most entirely overcome by the recent introduction of State plane-coor- 
dinate systems. The data. for  triangulation stations of this BWWU 
now include the 2 and y rectangular coorclinates of each. station as 
well as the latitude and longitude. I n  connecting to these stations the 
local engineer may consider only the plane coordiizates and compute 
l i s  surveys on the simple rectangular system with which he is entirely 
familiar. His  surveys will be coordinated with the national net just 
as effectively as if he had used the more difficult geodetic coordinates 
of latitude and longitude. Furthermore, he may later derive the 
latitudes and longitudes of a few important points of his survey with- 
out too much difficulty, if he desires, by converting from one system 
to the other. (See p. 20.) 

The data for  all triangulation stations established by this Bureau 
are available for  the use of engineers a i d  surveyors. Par t  of the data 
are in published form, each publication covering a State or a par t  of a 
State. The data in these publications include the latitudes, longitudes, 
and plane coordinates of the stations, the detailed descriptions of 
their locations, and the lengths and azimuths of the lines between 
contiguous stations. There is only one important caution to be ob- 
served. The engineer using the data should be careful not to confuse 
the geodetic azimuths or directions of the lines with the plnne-coordi- 
nate directions. The two kinds of azimuths may differ considerably 
since the convergence of the meridians is consiclered in deriving the 
geodetic azimuths but the plane-coordinate, or grid, azimuths are 
strictly rectangular nTith reference to a central meridian. 

'Since the plane coordinate systems have come into use only recently, the older 
triangulation publications do not contain these clnta. 
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For  areas not covered by the publications so f a r  issued, lithographed 
copies have been made of the computed results of the triangulation 
and of the descriptions of the stations. The lithographed descriptions 
are mostly unedited copies of the clescriptiolls received from the field 
but they hare  been carefully scanned to guard against undetected errors 
and blunders. These lithographecl copies are furnished without charge 
to engineers and others n-ho wish to use the data, The demands for  
this material are rery heavy, however, and engineers are therefore 
requested to  ask only for the data for which they have an immedlate 
need. The publications are furnished free to  individuals and organi- 
zations that cooperate with the Bureau and are sold to others at a 
nominal cost by the Superintendent of Documents, Washington, D. C. 
(See p. 23.) The request for  the free material should be addressed to 
the Director, United States Coast and Geodetic Survey, Washington, 
D. C. 

FIELD METHODS AND EQUIPMENT 

The cliff erent field operations required in measuring an arc of tri- 
angulation are as  follows : First a reconn:iissance is macle to determine 
the best locations for the stations. West the necessary towers or  stands 
are erected to  make the stations intervisible and the stations are 
marked. Then the angles a t  each station are carefully measured with 
a theodolite. I f  any bases are needed for  the control of the lengths, 
they are  measured nest, a i d  finally the necessary astronomical obser- 
vations are made if the scheme is long enough between the connections 
to triangulation previously adjusted to require a, strengthening of the 
azimuths, or what is known as Laplace control. 

RECONNAISSANCE 

Reconnaissance may be described as the design of the triangulation. 
It is carried out by a small party, usually consisting of the observer 
mcl one assistant but sometimes of the observer alone. The party 
selects the sites for  all the main and supplementary stations; tests the 
intervisibility of all stations which must be seen for  the angle obser- 
rations ; specifies the necessary heights for  the signals; collects in- 
formation regarcling roads, climatic conditions, and other facts likely 
to be useful to the signal-building and observing parties; and inter- 
views property owners to secure permission for entry on the premises 
and o t h e r ~ ~ i s e  pave the J T ~ Y  for  the triangulation party. 

The work of the reconnaissance engineer is extremely important. 
I f  the stations he selects form poorly shaped triangles and quadri- 
laterals, of low strength of figure, an excessive number of base lines 
will be required. I f  some of the lines are found by the triangulation 
party to  be blocked by intervening obstructions, overlooked by the 
reconnaissance engineer, the revision of the scheme or the building 
of higher signals may seriously delay the triangulation party and con- 
siderably increase the cost. Long training is essential to success in 
this important par t  of geodetic surveying. Detailed instructions for 
reconnaissance are containecl in Manual of Reconnaissance for Tri- 
angulation, Special Publication No. 225, recently published by this 
Bureau. 

SIGNAL BUILDING AND MARKING OF STATIONS 

I n  hilly or mountainous areas it is usually possible to place the sta- 
tions on elevated points which are intervisible from the ground. I n  
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flat rooded areas, to rers  must be built to  elei-ate the instrument. and 
observer, as well as the lights on which the obserrations are made. In 
flat areas, the earth's curvature is sufficient to  obstruct a line even 
if there are no trees in the way. The most conrenient and  economical 
type of tower for use in triangulation is the Bilby portable steel tower 
adopted by this Bureau in 1927. It is described in detail in Special 

I 

1 ' 1 1 . ~ r t 1  1'1 - 1 ~ i I l n  \ i t  PI t i i , i i iwl, i t iwi t one r  111 ~rtoc( ,\ ot V I ( - I  t i m .  

Publication No. 158, Uilby Steel Tower for Triangulation (revised, 
1940 edition). It consists of an inner tripod for  supporting the theorlo- 
lite and an entirely independent outer tripod for the ohem-er, recorder, 
and lightkeeper, etc. (See figs. l a  and Ib.) The tower can be erected 
in 4 or 5 hours, can be taken down in even less time, and can be used 
orer and orer again. I t  varies in height up to 1% feet, depending 
upon the number of sections used. One or more of the bottom Pections 
are left off for the shorter towers. 
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A special unit, known as the building party, works under the direc- 
tion of the observing party and erects the towers as fast as they are 
needed. As soon as tlie oherrations hare  been completed on a sta- 
tion, the tower is dismantled and moved forward to be erected at a new 
station ahead. Fo r  a double observing party, there \Till ordinarily 
be 12 towers. 8 of wliicli will u~na l ly  be standing while 2 tovers at the 

a 

4 

I 11.1 I I It).--( oniplt ' t (4 torrer. 

rear are being taken clown and 2 at tlie form-arc1 elid are being erectecl 
at new stations. 

The building party also marks the stations and puts in the refer- 
ence and azimuth marks. At  each station a n  unclerqouncl mark is 
set in addition to tlie surface mark if conditions permit. The marks 
consiqt of bronze disks, with inscribed legends cast in them, set in  
concrete posts or in large boulders or bedrock. The reference and 

7745S0"--48-2 
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azimuth disks have inscribed arrows which are pointed toward the 
station. The reference marks, two for each station, are set fairly close 
to the station, usually within 100 meters, but the azimuth mark is 
placed from 1/4 to 2 miles distant in order that it may be used by the 
local engineer in obtaining an accurate starting azimuth. The axi- 
muth mark is so placed as to be visible from the ground at  the station, 
and it can therefore be used for local surveys without the need for 
towers or stands. Figure 2 shows the symbols and inscribed legends 
which are cast in the bronze disks €or the various types of stations 
established by this Bureau during recent years. The preservation of 
all stations marked in this manner is extremely important and the 
cooperation of all engineers is earnestly requested. (See p. 22.) 

TRIANGULATION OBSERVATIONS 

The angle observations on main-scheme stations for first- and second- 
order triangulation are made almost entirely a t  night. A very effi- 
cient type of electric signal lamp has been developed for night obser- 
vations. The lamp is operated from dry-cell batteries and has a 
concentrated filament accurately placed at the focus of a parabolic 
reflector which produces a small but Concentrated beam of light. A 
lightkeeper a t  each station on which observations are being made 
directs the beam accurately toward the observer’s station. He can 
communicate with the observer when necessary by obstructing this 
beam and making a series of dots and dashes according to the Morse 
telegraphic code. It has been found that night observations are less 
affected by horizontal refraction and other atmospheric disturbances 
than are aaylight observations. The lights have the aclditioiial advan- 
tage that they can be seen in cloudy weather, pFovided the clouds are 
not in the direct line of vision. Heliotropes, which are made visible by 
reflecting direct sunlight toward the observer, are sometimes used for 
daylight observ a t’ ions. 

These 
instruments are similar to surveyor’s transits, except they are more?, 
precisely constructed and have micrometers for reading the circles. 
They are of two general types, the direction theodolite and the repeat- 
ing theodolite. The former is used almost exclusively on first- and 
second-order triangulation. Detailed descriptions of both types and a 
clisc~~ssion of their relative aclvanta es will be found in Special Publi- 

theodolite is much more adaptable than the direction theodolite for 
use at  stations on high buildings or wherever the movements of the 
observer are apt to disturb the position of the instrument. This is 
because the observations on each angle require very little movement of 
the observer when a repeating instrument is used. A direction theodo- 
lite is shown in figure 3. 

I f  all lights to be observed are visible when needed, the observations 
a t  a station may be completed during a single evening on all the con- 
tiguous main-scheme stations. There are other observations to be 
made, however. I n  order to supplement the principal stations of an 
arc of triangulation, a large number of additional points are always 
determined. Most of these additional points are known as intersection 
stations because they are not occupied by the observer but are deter- 
mined by means of intersecting observations from two or more stations 

The angles of triangulation are measured with theodolites. 

cation No. 120, Afanual of First-Or 3 er Triangulation. The repeating 
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which are visible from the stations of the main scheme. No attempt is 
made to mount signal lamps on these structures, but the observations 
are macle during the daytime, usually in the afternoon preceding the 
evening on which the main-scheme observations are to be made. h 
smaller number of observations, ~is~ial ly  only one-eighth as many, are 
taken on the intersection stations than on the main-scheme stations, but 
the resulting positions are accurate enough for most local uses. “No 
check” points should, of course, be used with extreme caution in coil- 
iiecting local surreys to them, and they should always be verified, if 
possible, by additional connections to a t  least one other station, prefer- 
ably a checked point. 

TRAVERSE 

Before the development of steel towers in 1927, most of the horizontal 
coiitrol surveys in flat; wooded country were made by extending trav- 
erses along railroads uncl highways. Triangulation in these areas would 
have required viooclen towers which 1~ould  have macle the work ex- 
cessively expensive because of the additional labor required. Traverse 
differs from triangulation in  that  all lengths have to  be measured in  
much the Same manner as base lines, and that i t  lacks the automatic 
checks on the angle observations which are obtained from the triangle 
closures when the triangulation methocl is used Traverse lines of 
first- and second-order :iccuracy are usually measured along railroads 
or highways because of the aclvantage of the cleared right-of -way. 
Along railroads the rail can be used as a support for the tape for  most 
of the length measurements. 

Traverse is inferior t o  triangulation both in execution and i n  use. 
Extreme care must be taken in the measurements to avoid blunders 
because of the lack of automatic checks. The stations determined are 
all along a single line and therefore do not serve as control for as  large 
an area as  an arc of triangulation of the same length. Opposed to  
this, however, is the fact that the stations are usually somewhat more 

tions. Since the adoption of the steel tower, almost no first- o r  second- 
orcler traverse has been measured by this Bureau. The national con- 
trol net, however, contains quite a large number of traverse lines which 
were measured before 1927. 

easily accessible for  the local engineer than are some triangul a t‘ 1011 sta- 

BASES 

The effective accnracy of triangulation depends both on the precision 
with which the various observations are macle and also on the shapes 
of the triangles and quadrilaterals or other figures of which it con- 
sists, or what is technically known as the strength of figure. Strength 
of figure is explained a t  some length in Special Publication No. 225, 
Manual of Reconnaissance for Triangulation. As statecl there, the 
letter R is the stanclarcl symbol for strength of figure. When written 
with the subscript 1 (R,) , it indicates the strength of figure through 
the best shaped triangles of a figure or scheme and when written with 
the subscript 2 (I&), it indicates the strength of figure through the 
next best system of triangles. 

The spacing of the necessary base lines in an arc of triangulation 
is determined by summing up  the R, factors. When the R, factor 
reaches a, certain limiting sum.a base line must be measured. I f  the 
figures of the triangulation are poorly shaped, the R, factors are large 
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and bases must be measured at shorter intervals than is the case when 
better shaped figures are used. The limiting values for the sum of the 
R,’s (2 E,) is shown in the table on page 11 for the different orders 
of triangul a. t’ ion. 

Bases are measured with invar tapes because of the low tempera- 
ture coefficient of invar. Most modern bases are measured along rail- 
roads or  highways. Along railroads special supports are used to hold 
the tape above the rail in order to avoid errors due to friction and 
along highways heavy stakes are driven in the ground to  support the 
tape. A uniform tension of 15 kilograms (33 pounds) is applied to the 
tape by means of carefully tested spring balances and the temperature 
of the tape is read and recorded for each tape length. Two or more 
tapes, each of which has been carefully standardized at  the National 
Bureau of Standards, are used on each base, one for the forward 
measurement and one for the backward, and if the agreement between 
the two measurements of each section of the base is not within a certain 
specified limit, additional measurements must be made. Detailed in- 
structions for base measurements are given in Special Publication No. 
120, Manual of First-Order Triangulation. The accuracies required 
for different orders of triangulation are given in the table on page 11. 

Notwithstanding the high precision with which the angles of tri- 
angulation are measured, there is a tendency for arcs of triangulation 
to  swerve away from their true orientation. This swerving could 
readily be corrected by the simple expedient of making astronomical 
azimuth determinations at  suitable intervals and adjusting the tri- 
angulation to these azimuths, if it were not for the effect of deflections 
of the vertical. We ordinarily think of the plumb line as pointing 
toward the center of the earth or at least toward the axis of the earth. 
This is not quite the case. Large mountain masses or other topo- 
graphic features exert a sidewise attraction on the plumb line o r  on 
the levels of instruments. This may affect the astronomical observa- 
tions by several seconds of arc; in fact, by as much as 20 or 30 seconds 
in extreme cases. 

Uncorrected astronomical azimuths cannot be used, therefore, as 
true azimuths. Fortunately there is a method for determining quite 
accurately the effect of the deflection of the vertical on astmnomical 
azimuth observations at a triangulation station. I f  the astronomical 
longitude is determined at  such a station and compared with the 
geodetic longitude, or the longitude carried through the, triangulation, 
the deflection of the vertical in an east-west direction becomes known 
within a small fraction of a second. This value of the deflection of the 
vertical can then be used to correct the astronomical azimuth observa- 
tions and thus obtain a true azimuth to be held fixed in the adjustment 
of the triangulation. This corrected azimuth is known as a Laplace 
azimuth, and the station as a Laplace station. 

Longitude and azimuth observations are therefore made at  intervals 
along an arc of triangulation. It has been found from experience that 
a spacing of about 8 or 10 quadrilaterals between Laplace stations 
will provide sufficient azimuth control. As shown in the table on 
page 11, the accuracy specified for Laplace azimuth observations js 
given by a limiting probable error of 0.3 second. 

LAPLACE AZIMUTHS 
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First order ____ Second order Third order 

Strength of figures: 
Desirable limit, ZRI between bases .................... 
Mavimum limit, ZRI between bases ................... 

Maximum limit, RI ,  single figure ..................... 
Desirable limit, R I ,  single figure ...................... 

80 ............. 100 ............ 125. 
110 ............ 130 ............ 175. 
15 ............. 25 ............. 25. 
25 ............. 40 ............. 50. 

Positions with I-second direction theodolite ........... 16. ............ ............ 4. 
Positions with Psecond direction theodolite ........... 24 ............. 12 ............. 4. 
Sets with 10-second repeating theodolite ............... 5 to 6 .......... 2 to 3 .......... 1 to 2. 

Usual number of observations: 

Discrepancy between computed length and measured 
length of base or adjusted length of check line, not to 
exceed ................................................... 

Average, not to exceed ................................ 
Maximum, not to exceed .............................. 

Triangle closure: 

Base measurement: 
Actual error of base not to exceed .............. ...... I 1 in 300.000 ..-.I 1 in 150.000 .... I 1 in i5 000. 

1 in 25,000 ..... 1 in 10,000 ..... 1 in 5,000. 

1 sec-. ........ 3 sec.. ........ 5 sec. 
3 sec. ......... 5 sec. ......... 10 sec. 

Probable error of base not to exceed ................... 1 in 1,000,000. . 1 in 500,000 .... 1 in 250,000. 

exceed .............................................. 
Astronomical azimuth, probable error of result ............ 

Discrepancy between 2 measures of a section, not to 

0.3 sec.l-. ..... 0.3 sec.1.. ................... 
10mm. J k  .... 20mm. J k  .... 25mm. &. I - I  - I  

TRAVERSE 

Closing error in position, not to exceed .................... 1 in 25,000 ..... 1 in 10,000 ..... 1 in 5.000. 
Probable error of main scheme angles. .................... 1.5 sec ......... 3.0 sec ......... 6.0 sec. 
Number of stations between astronomical azimuths ....... 10 to 15 ........ 15 to 25 ........ 20 to 35. 

tion not to erwetl.. ................................... 1.0 scc ......... 2.0 sec ......... 5.0 SCC. 
AstroAorilical azimuth, probable error of result ............ 0.5 sec... ...... 2.0 sec ......... 5 0 sec. 

Asrronomical azimuth, discrepancy per main-ailgle S ~ B -  

'Although only 8 positions are here specified. the practice of the Coast and Geodetic Survey is to  use 16 
uositions. Verv little additional time is reauired. The averwe trianele closure is decreased in this way 
irom 3 seconds to about 1% seconds. 

1 This is the requirement for a Laplace azimuth. In the recent practice of the Coast and Geodetic Survey 
the ouly azimuths observed are Laplace azimuths 
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OFFICE COMPUTATIONS AND ADJUSTMENTS 

There are two primary objects to  be accomplished by the office 
processing of the field observations of control surveys. First, the 
data must be made consistent throughout and must be fitted to the 
existing adjusted net. Second, it must be put  in the most convenient 
form for the use of surveyors and engineers. 

The first par t  of the processing of the data is accomplished by 
means of special computations known as  least-squares adjustments. 
These adjustments derive the smallest possible corrections to the 
angles which mill accomplish the following results: Make the sum of 
the three angles of each triangle equal 180" plus the spherical excess; 
make the lengths of all sides of each quadrilateral, or more complex 
figure, consistent with all angles which may be used in computing these 
lengths ; make the ends of each arc  consistent in length, azimuth, lati- 
tude and longitude with the previously adjusted triangulation to which 
it is joined ; and, finally, make the arc consistent with the intermediate 
measured bases and Laplace azimuths. Special equations are written 
to  take account of each of these conditions, and then these equations 
are solved simultaneously. See Special Publication No. 138, Manual 
of Triangulation Computation and Adjustment. 

After the adjustment is completed, the final essential data for each 
station must be derived and placed in  such form as  to  be readily avail- 
able for the use of engineers and others having need for them. The 
following steps are required in this final processing of the data: The 
geographic position (latitude and longitude) of each station must be 
computed, together with the length and azimuth of each line of the 
triangulation ; the plane (x and y) coordinates of each stafion must 
be computed on the State plane-coordinate system in use for that par- 
ticular area, and also the grid azimuth of a t  least one line radiating 
from the station; the description of each station must be carefully 
revised and the directions to reference and azimuth marks converted 
to true azimuths; finally the data must be printed or otherwise repro- 
duced and made ready for distribution. 

Before describing in more detail some of the operations involved 
in the computations, it is desirable to review briefly the history of the 
national control net and of the adoption of the basic datum. 

HISTORY OF NATIONAL CONTROL NET 

The horizontal control surveys of the United States were started 
during the early par t  of the 19th century at a number of points, mostly 
along the coasts, and existed a t  first as separate surveys, each based 
on one or more astronomical determinations of latitude, longitude, and 
azimuth. As examples of such detached surveys may be mentioned 
the early triangulation in New England and along the Atlantic Coast, 
a detached portion of the transcontinental triangulation along the 
parallel of 39" in  the vicinity of St. Louis, Mo., and another detached 
porkion of the same arc in the Rocky Mountain region, and three sep- 
arate surveys in California in the vicinities of San Francisco, Santa 
Barbara Channel, and San Diego. These separate pieces of triangula- 
tion mere later extended until several of them touched or overlapped. 
Finally the transcontinental arc was completed and joined all of these 
detached surveys into one continuous triangulation. 
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This made it possible, about 1900, to compute the net as a single 
coordinated survey and thus replace the inclepenclent systems pre- 
viousIy in use n-hich, of course, did not fit together properly at  the 
junctions. The recomputqtion of all triangulation that had been com- 
pleted up  to that time would have been a fairly heavy piece of work 
and consiclerable stucly was therefore given to devising the best methocl 
and to adopting a datum that coulcl be held fisecl for a long time in 
the future. After much careful study i t  was decided to extend through 
the entire net the datum which hac1 been used in New England and 
along the Atlantic Coast. This decision avoicled a large amount of 
recomputation, of course, ancl at the same time it happened to give 
almost the ideal datum for the country as a whole. 

STANDARD DATUMS 

Before the trinngulntion over a large area can be computed, two 
fundamental things must first be known or be determined, namely, the 
exact shape of the mathematical figure which is a close approximation 
to the sea-level surface of the earth, and, second, the latitude and longi- 
tucle of some one station of the net together with the azimuth of the 
line to one of the acljoining stations. The mathematical figure of the 
earth, or n~hnt is technically known as the spheroid, or ellipsoid, is 
determined by comparing the differences between astronomical cleter- 
minations with the corresponding distances measured on the earth and 
by using gravity determinations. The astronomical determinations are 
l~articularly useful in deriving the size of the earth and the gravity 
determinations in obtaining its exact shape or the amount of flattening 
at the poles. As might be surmised, the precise solution of this prob- 
lem requires much ~ ~ r k  and some very difficult mathematics. (See 
Special Publication No. 82, The Figure of the Earth and Isostasy from 
Measurements in the Unitecl States.) 

Since the beginning of the nineteenth centOry the dimensions of the 
spheroid have been computed with considerable accuracy at least 20 
different times. The early computations were based on comparatively 
small amounts of data and naturally did not represent the true shape 
and size of the earth quite so accurately as did some of the later com- 
putations. In 1924, a t  the triennial meeting of the International Geo- 
cletic Association held at  Madrid, Spain, an international ellipsoid was 
aclopted for use by all countries adhering to the Association that 
might be in a position to adopt a new datum or  to  recompute their 
triangulation nets. The international ellipsoid is based on dimensions 
derived in 1909 by John F. Hayford, who n-as a t  that time a member 
of the Coast ancl Geodetic Survey. 

I n  1880 this Bureau adopted what is known as the Clarke spheroid 
of 1866 as a basis for its triangulation computations. By the time the 
international ellipsoid was adopted by the Internationd Geodetic 
Association, there mere many thousands of stations in the United 
States based on the Clarke spheroid and there were also numerous 
computation tables which had been computed and published on this 
spheroid. The work involved in changing to a new spheroid mould 
have been very great; and since the spheroid already in use differed 
only a small amount from the new one, it was decided that no change 
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would be made. 
are as follows: 

The principal dimensions of these two spheroids 

Conipurison of spheroids 

Eqrletorial 
radius (a)  Name of spheroid 

Flattening 
or ellip- 

Polar radius (b) ticity 
a 2  

Clarke of 1860 .......____ ~ ................................... 

International-. _..........__.___ _____.. ~ ...___.............. 

meters meters 
1 0. 378,206.4 0,356,583.8 FD 

6, 378,388. o 6,356,911. 9 &E% 

Another prerequisite to  the computation of the triangulation of a 
country is the adoption of the most nearly ideal position for  some start- 
ing station, a matter of q e a t  importance and considerable clifficulty. 
As explained on page 10 in connection with Laplace azimuths, astro- 
nomical determinations are rather seriously aff ected by the sidewise 
attraction of topographic features (deflections of tlie vertical) and 
therefore cannot be depended upon to give the best position for any 
single skation. I f  a large number of astronomical determinations are 
niacle orer a wide area such as the United States and with a fairly 
uniform spacing, i t  is then reasonably safe to assume that  the deflec- 
tions of the vertical will bnlance out to a large extent, that  is, that the 
deflections to the north will about equal those to  the south and those 
to  the vest about equal those to the east. The ideal starting position, 
therefore, is one that  will make the average algebraic difference be- 
tween tlie resulting geodetic and astronomical positions of identical 
stations approximately zero for  the whole country. 

The first datum adopted in this country was known as the United 
States standard datum. It was based on the Clarke spheroid of 1866 
and had for  its basic station a point in Kansas lmown as Meades Ranch. 
The following position was adopted for this station : 

Latitude= 39” 13’26”.686 
Longitude= 98°32’30”.506 

Azimuth to station Waldo= ’75”28’14”.52 
Although the azimuth to  station Waldo was incIucled i n  tlie fnnda- 
mental data for  Meacles Ranch, this az imuh is now of secondary im- 
portance siiice the aziniutlis throughout the net are controlled by the 
many Laplace azimuths scattered through it. (See p. 10.). The 
adopted position of this fundamental point was tested by comparing 
all astronomical positions then available, which were connected to the 
net, with the corresponding geodetic positions, and it was found that 
tlie average algebraic resicluals in both latitude and longitude were 
very nearly zero. 

I n  1913 this same datum was adopted also by both Canada and 
Mexico. This was a very important step in international cooperation 
because it placed nearly the whole of North America on a single geo- 
detic datum and made it possible to  coordinate tlie triangulation sur- 
veys of practically an entire continent. Such an ideal arrangement 
has never been accomplished in any other par t  of the world. I n  recog- 
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nition of its new continental extent, the name of the datum was changed 
to  North American datum. 

NORTH AMERICAN DATUM OF 1927 

I n  1927 it became necessary to recompute the national control net. 
The  Clarke spheroid and the position originally adopted for  Meades. 
Ranch were still satisfactory, but the acljustment of the net was f a r  
froin ideal for the following reasons. The  triangulation net of the 
country had been built up by continually aclding new arcs to  those 
already measurecl, and each new arc had been adjusted by making it 
fit the net wliicli was already in existence and already adjusted. This 
method had the disadvantage that it forced distortions into the new 
arcs which should have been distributed through loops including both 
the new and the old arcs. It n-as the only feasible method to  use until 
the main framework of the*national net had been completed since it 
woulcl have been quite impracticable to readjust the entire net, or even 
a large portion of it, each time a new arc was added. 

In 1927 the western half of the control net, extending from the meri- 
dian of 98" to the Pacific coast, had been completed to  the extent that  
a complete new adjustment could be made that  would give a control 
framework of such high accuracy as  to permit new arcs to  be added 
without undue distortion. It mas very desirable to  undertake this new 
adjustment before the net became any more complex because of the 
great amount of computation involved. A special methocl for  making 
the adjustment was suggested in outline by rhe late William Bowie and 
was worked out in mathematical detail by 0. S. Adams. (See Special 
Publication No. 159, The Bowie Method of Triangulation Adjustment 
as Applied to  the First-Orcler Net in the Western P a r t  of the United 
States.) By use of junction figures the adjustment mas divided into a, 
number of different parts which could be carried on simultaneously. 
This macle it possible to complete the work within a reasonable time. 

A short time after the western half of the national net had been 
readjusted in this manner, the eastern half was recomputed in  the same 
way, the field work for  the main framework of the eastern part of the 
country having, in the meantime, been completed. The two adjust- 
ments resulted in  a very accurate net for  the whole country. Since 
their completion, new arcs have been fitted into the net without 
undue distortion and only rarely has it been necessary to upset the 
adjustment of small sections of the net to  force some arc of the main 
net to take its share of loop closure discrepancies. 

The Teader may wonder why the name of the datum was changed 
from North American datum to North American datum of 1927 when 
no changes were macle in the dimensions of the spheroid or  in the 
position of the initial station. The principal reason for  the change 
of name was to guard a&ist the readjusted data becoming con- 
fused Kith the olcl data. Bfeacles Ranch was the only station held 
fixed in position in the readjustment. All other stations in the net 
were changed in position. The changes were small in the vicinity of 
Meades Ranch but a t  greater distances weTe fairly large. I n  the 
State of Washington, for  example, the change in position was slightly 
over 1 second in latitude and nearly 1.4 seconcls in longitude. The 
new name for  the datum therefore indicates new positions for the 
stations of the net rather than changes in the fundamental properties 
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of the datum, except that the azimuth from Meades Ranch to Waldo 
was changed about 5 seconds. 

EXPLANATION OF HORIZONTAL CONTROL DATA 

The recent practice of the Coast and Geodetic Survey is to compute 
the final results of its triangulation and traverse surveys on two dif- 
ferent systems of coordinates, one based on geographic latitudes and 
longitudes and the other on plane rectangular coordinates. One great 
advantage of geographic coordinates is that they constitute a uni- 
versal system for the whole world and any point located in this 
system is definitely related to any other point in the system. Geo- 
graphic coordinates must be computed on the curved surface of the 
adopted mathematical ellipsoid which represents the shape of the 
earth. It is necessary to take account of the earth's curvature in this 
manner when extensive surveys are involved. 

For limited surveys, rectangular coordinates may be used in place 
of geographic coordinates. The main advantage of rectangular or 
grid coordinates is that they are computed on a plane surface and 
that they are readily used by engineers, who have had little or no 
experience in triangulation surveys, because they are simple x and y 
rectangular coordinates, with the use of which all engineers and 
surveyors are famihar. 

GEOGRAPHIC POSITIONS 

The triangulation and traverse data of this Bureau are first com- 
puted as geographic positions, that is, as latitudes and longitudes. 
The latitudes are of course referred to the Equator and the longi- 
tudes to the meridian of Greenwich. They are based in the actual 
computations on the adopted position of the initial station Meades 
Ranch as explained on page 14. The tables of geographic posi- 
tions contain, in addition to the latitudes and longitudes, the lengths 
of all lines of the triangulation and their azimuths. Two azimuths 
are given for each line, one called the forward azimuth and the other 
the back azimuth. The latter is from the distant station toward the 
station listed in the first column of the table and does not differ from 
the forward azimuth by exactly 180" because of the convergence of 
the meridians passing through the two stations. Only for stations 
on the Equator or for stations on the same meridian are the forward 
and back geographic azimuths exactly 180" apart. Azimuths are 
given with reference to true south and in a clockwise direction. South 
is 0" (or 360"),  west is go", north is 180°, and east is 270". 

The lengths of the lines are given in both meters and feet as a con- 
venience to the user of the data. The logarithm of the length in 
meters is also given for each line because of its usefulness when the 
line is used as a basis for other surveys. The logarithm is taken 
directly f r o m  the computations. The length in meters is obtained 
from the logarithm and the length in feet by conversion of the length 
in meters. An explanation of the use of the two systems of units will 
be found on page 21. 

P L A N E  COORDINATES 

The plane rectangular coordinates of horizontal control stations 
are derived from their geographic positions. A1 though the engineer 
using these coordinates does not need to know exactly horn they are 
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computed he may wish to  know something about the methods em- 
ployed and what determines the size of the area included in each 
independent system, etc. 

About 1932, it was decided that  the horizontal control data of this 
Bureau would have greater usefulness if they were available also as 
plane coordinates. A careful study was made by 0. S. Adams to 
determine what types of projections woulcl be most suitable as bases 
for  plane-coordinate systems and Khat mould be the most desirable 
size for  the area to be included in each independent zone. H e  found 
t.hat the Lambert conformal conic projection would be an  excellent one 
for  areas of greatest extent in an  east-west direction and the trans- 
verse Mercator projection for areas of greatest extent in a nortk- 

B'IGLRE 4.--!;pliere and intersecting cone illustrating the Lambert conformal conic 
projection. 

south direction. With regard to size of area, it was decided that 
counties would be too small as they would involve too frequent change 
of zone and that many of the States would be too large to use as a 
single zone. The criterion finally adopted was to make the areas 
such that the inaximum scale error would rarely exceed 1 in 10,000. 
This meant that the larger States hac1 to be clivicled into two or  more 
zones with widths not greater than about 1% miles. The boundaries 
between zones were made to follow county bouiidaries in order that 
only one zone woulcl be iieeclecl in any one county. Liberal overlaps 
of the zones were provided. 

Each Lambert zone is based on a cone d i i c h  intersects the earth 
along two standard parallels. These parallels are so selected in each 
case as to make the maximum scale errors betmeen the parallels about 
equal to, or a little less than, the maximum errors outside them, the 
two being of opposite sign. I n  other words, the compression of 
areas between the parallels is made about equal to the expansion out- 
side. (See Fig. 4.) 
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The transverse Mercator projection is similar to the ordinary Mer- 
cator projection but related to ai central meridian instead of to the 
Equator. It is made to intersect the earth along two lines parallel 
to the central mericlinn in order to balance out the scale errors, as 
in t.he Lambert projection described above. It, too, compresses the 

FIGURD 5.-Use of transverse Mercator projection for plane-coordinate zones in Michigan. 

areas between these two lines and expands the areas outside much as 
in the Lambert projection. Figure 5 illustrates how the transverse 
Mercator projection mas used for the three plane-coordinate zones 
in Michigan. 

I n  order to avoid negative values for the coordinates of stations, a 
constant is added to the x values derived by the computations. This 
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makes the apparent origin of coordinates differ from the true origin 
of the computations. 

Several publications have been issued by this Bureau to describe 
the plane-coordinate systems, to show how they were computed and 
to  explain how they may be used. As previously stated, it is not 
necessary for  an engineer to  make a detailed study of how the CO- 
ordinates are computed. Except for special problems that he may 
encounter only rarely, he may work directly from the x and y co- 
ordinates of the stations and not be too much concerned as to how 
these are derived from the geographic positions. The plane coordi- 
nates for the triangulation stations of this Bureau are being com- 
puted as rapidly as possible and are alregcly available for a great 
many of its stations. The following publications will be useful to 
anyone wishing to  make a detailed study of the methods used for 
the computations : 

Special Publication No. 193, Blanual of Plane-Coordinate Compiitation. 
Special Publieation No. 194, RIanual of Traverse Computation on the 

Special Publication No. 105, Manual of Traverse Computation on the 

Serial No. 5M, Azimuths from Plane Coordinates. 
Serial No. 624, Computation of Traverse by Plane Coordinates. 

Lambert Grid. 

Transverse Mercator Grid. 

The essential plane-coordinate clata for a station consist of the 
following items: The name of the State, the designation of the zone 
used as  a basis for  the computations, the x and y coordinates of the 
station in feet, and finally the grid azimuth of a t  least one line radi- 
ating from the station. The other azimuths may be derived by com- 
paring this azimuth with the forward azimuth of the same line as 
given in the geographic position table and by applying the clifference 
to  the other azimuths in the latter table to  give the grid azimuths. 
The  back grid azimuth is not given because on a rectangular system 
i t  differs exactly 180” from the forward azimuth. I f  a station is 
near the edge of a zone its coorclinate data are given on the adjacent 
zone also in order that the engineer may use whichever zone is more 
convenient for  him and may usually thus avoid the somewhat trou- 
blesome computations required to change from one zone to another. 

One difficulty .with plane coordinates is tha t  the area covered by 
a single zone is limited in extent because it is impossible to repre- 
sent a large area of the earth’s surface on a plane surface without 
serious distortion of some kind. This means that surveys covering 
fairly large areas will sometimes include stations in more than one 
plane-coordinate zone. Another clifficulty is that  the grid azimuths 
at a station will not be referred to  the true meridian except for sta- 
tions located a t  the central meridian on which that particular plane- 
coordinate system is based. I n  other vords, the convergence of the 
meridians cannot be incorporated in a rectangular system of coordi- 
nates. One other but minor difficulty should be mentioned. I f  ex- 
treme accuracy is desired in surveys based on these coordinates, scale 
factors must be used in  certain areas of each coordinate zone. The 
scale factor is unity along two lines in each zone but is less than 
unity between these lines and greater than unity outside them, the 

1 This difference is known as the 8 or Am angle. 
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size of the factor in each case depending upon the distance from 
the lines. (See p. 17.) 

I n  most of the recent triangulation publications of this Bureau 
the plane-coordinate data for each station will be found a t  the end 
of the description of the station. Where the triaiigulatioii data are 
issued in  lithographed form, the plane coordinates are listed in tables 
similar to the tables of geographic positions. I n  each of the publi- 
cations there are iiicluclecl also the fundamental tables used in com- 
puting the plane coordinates for  the pai-ticular State. These tables 
are needed by anyone wishing to convert from geographic coordi- 
nates to plane coordinates or the reverse, or by anyone wishing to 
apply scale factors. The tables may be obtained in man:~script form 
for States other than those for which they have been published. Re- 
quests for these tables should be addressed to the Director, United 
States Coast and Geodetic Survey, Washington, D. C. 

USES FOR HORIZONTAL CONTROL DATA 

The basic horizontal control net of this country has many very 
important uses. It serves to locate national, State, a i d  county bound- 
aries and also many private boundaries. It serves as a rigid frame- 
work for all types of accurate maps such as the topographic maps 
of the United States Geological Survey. It makes possible a greater 
precision in the surveys of large cities than can be obtained by other 
methods. It coordinates into a single rekited system all local sur- 
veys connected to it and helps to  assure the perpetuation of any inarks 
established by such surveys. 

The State plane-coordinate systems d i c h  1i:ive recently been de- 
rised by this Bureau (see p. 17) en:ible eiigincers and surveyors to  
connect to the control net with great fwility wherever stations of the 
net are within a reasonable distance from :L proposed local survey or  
engineering project. Sever:il States hnve already legalized the defi- 
nition of boundaries of private ancl public property in terms of plane 
coordinates on the zone specified by the Coast and Geodetic Survey 
for the particular area. An example of hoir n local survey may be 
connected to the control net is give11 in Serial No. 347 (Revised, 1940 
edition), Use of Coast and Geoclctic Survey Data in the Surveys of 
Farms ancl Other Properties. 

For  
many years after this country became a nation, land was very c1ie:ip 
as a rule and the owners of property were not greatly concerned in 
having their bounclary lines precisely determined. The cost involved 
mould have been excessive in relation to  the value of the land. I n  
many areas compass surveys were consiclerecl adequate for the pur- 
pose. Today the picture is very different. Land is valuable over a 
large par t  of the area of the country. Inaccurate surveys cannot be 
tolerated. The property owner wants to know definitely where his 
boundaries are located and wants to be able to reproduce them exactly 
if necessary a t  any future time. By far  the most economical way to  
accomplish these desired i.esults is to  have the surveys based on sta- 
tions of the national net. This assures accuracy and permanency and 
frequently makes it possible to  carry out the survey in less time than 
otherwise required. 

The utility of the national control net is increasing mpidly. 
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USE OF METRIC AND ENGLISH UNITS 

Because of its greater convenience, the metric system is used by 
the Coast and Geodetic Survey for its horizontal control surveys. 
For the convenience of engineers, surreyors and otliers who use the 
data, most lengths are given also in the more familiar English units. 
All lengths of lines are given in both meters and feet in the tables.of 
geographic positions. 

I n  the descriptions of stations, the distances to reference marks 
and other measured distances to nearby objects are ordinarily given 
first in meters and followed, in parentheses, by the distance in feet 
in each case. Other distances in the descriptions which may have 
been only roughly determined, or occasionally only estimated, are 
given only in the units used in the field descriptions. For example, 
the field description may state that a station is about 100 yards from 
a fence corner or 35 paces from the corner of a barn. These distances 
are not converted to other systems of units. 

The conversion from meters to feet, or the reverse, may be macle 
very quickly by the use of factors, especially if a multiplying machine 
is available. A length in meters should be multiplied by the factor 
3.2808333 to change it to feet. I f  it is desired to change from feet 
to meters the factor is 0.30480061. Note that one additional decimal 
place is given on the second factor. This is done to give the same 
number of significant figures in each factor. The same rule has been 
used in making up the following condensed conversion table. 

If a computing machine is not a t  hand, conversions may be made 
by use of the following table thus avoiding some of the labor of 
hand multiplication. As a very simple example of how the table may 
be used, a length of 24.6 feet is converted to meters as follows: 

20 feet=6.096 meters (tabular value with decimal point moved 
one place to right) 

4 feet=1.219 meters 
.6 foot=0.183 meter (tabular value with decimal point moved 

one place to left and last figure 
rounded off) 

Sum =TZ% meters 

Condensed conversion table 1 Meters I Feet 1 Feet I Meters 1 

8 
10 9 

3.zsoa33 1 
6.561667 

13.123333 
16.404167 I i  9. a42500 

19.685000 6 
22.965833 7 
26.246667 
29.527500 , 32.808333 

0.3048006 
,6096012 
,9144018 

1.2192024 
1.5240030 
1.8288037 
2.1336043 
2.4384049 
2.7432055 
3.0480061 

1 I I I 1 
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COOPERATION IN PRESERVATION OF MARKS 

There are many thousands of marked triangulation stations widely 
scattered over the entire area of the United States. These marks and 
the data regarding their positions and descriptions, etc., represent the 
filial results of all field and office work of horizontal control surveys 
and are very ~ d u a b l e .  A station is useful only as long as it can be 
recovered, and therefore great care is used in the marking and de- 
scribing of each station established. Inscribed bronze disks are set 
in bedrock or in masses of concrete both to mark the station and to 
furnish reference points which can be used to determine the location 
of the station if the station mark cannot readily be found or if it 
has been destroyed. A station can usually be quickly located for 
the first few years after it was established, but after a lapse of many 
years the changes which are apt to take place in the nearby natural 
and cultural features make i t  increasingly difficult to  find the mark 
by means of the original description. Engineers and others who have 
occasion to visit or use a triangulation station and who find tllat the 
description needs modification will perform a public service by re- 
porting the present condition of the mark and its surroundings to 
this office. The report should be addressed to the Director, United 
States Coast and Geodetic Survey, Washington, D. C. 

The preservation of accurately determined survey stations is of 
direct concern to every citizen of this country for the following rea- 
sons: He helped to pay for these stations and is therefore a joint 
owner. He is saved the expense of much needless litigation over the 
location of public and private boundary lines wherever these stations 
are available as basic starting points for the location of these lines. 
His community is benefited by the more accurate and efficient suroey- 
ing and mapping of a11 local projects connected to these stations, as 
for example, general city and farm surveys, surveys for flood control 
or water-power development, surveys for the relocation of roads and 
many other projects. 

Field parties of this bureau are instructed to obtain the perniis- 
sion of the property owner before establishing a station and to pay 
any damages caused by the establishment of the station. Soinetimes 
i t  is not possible to find the owner of the property and the station 
is established without permission. When a station is established on 
ciiltivated ground, the mark is placed below the surface of the 
ground so as not to interfere with plowing. 

The Government makes no claim to the land on which the station 
is located and permission is always given a property owner to de- 
stroy a st:ition if necessary in the improvement of his property. 

RELOCATION OF MARKS 

Triangulation stations are always placed where they are least likely 
to be disturbed or destroyed and yet can be found without too much 
difficulty. New construction, the relocation of roads or beach erosion 
are anticipated as much as possible and locations likely to be affected 
are avoided. I n  spite of these precautions, however, station marks 
are frequently and unavoidably destroyed. I f  this destruction can 
be foreseen in time, it is sometimes possible to establish a new station 
in a safe location nearby and connect it to the old station so precisely 
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that it can be used in place of the original station for most purposes, 
after a suitable revision of the data. This Bureau has no funds €or 
this specific purpose and therefore must depend upon the cooperation 
of interested engineers and others whenever such a change in a sta- 
tion must be made, except in the rare cases when a field party of this 
Bureau happens to be working in the vicinity at the time the change 
must be made. 

As soon as it becomes known that a station is to be destroyed, a 
letter should be sent to the Director of the United States Coast and 
Geodetic Survey, Washington, D. C., giving a description of the sta- 
tion in sufficient detail to make it possible to identify it with certainty 
at  this office and stating the reasons why the old mark is to be de- 
stroyed. I f  a replacement station can be .established by the corre- 
spondent or by some local engineering organization, a new bronze 
disk vi11 be furnished by this office and also detailed instructions for 
doing the work as contained in Serial Xo. 632, The Preservation 
of Triangulation Station Marks. The work must of course be done 
carefully and accurately as otherwise the new station will be entirely 
unsatisfactory to use in place of the old station. 

PUBLICATIONS 

The reader will have found a number of references to the publi- 
cations of this Bureau in the preceding pages. I f  he wishes to obtain 
any of these publications and if he has cooperated with the bureau 
to an appreciable extent, he may obtain them without charge by 
writing to the Director, United States Coast and Geodetic Survey. It 
is well for him to state in the letter the nature of the cooperation he 
has extended to the Bureau as the cooperation ma.y have been in some 
other Division than the one to which his request \rill be referred. 

I f  he has not cooperated, he may purchase the publications a t  a 
nominal cost from the Superintendent of Documents, Washington, 
D. C. A list of the publications of this Bureau with the price of each 
is given in List of Publications of the Department of Commerce. This 
list may be obtained free of charge by application to the Director. 



PUBLICATION NOTICES 

The Coast and Geodetic Surrey maiiitains a maillng list of persons intel 
ested in its nautical and aeronautical charts and miscellaneous publications. 0 
the issuance of new or  revised editions descriptive circulars are promptl, 
niailed to those interested in the subject matter. 

Should you desire to receive such notices please check any of the lists mer 
tioned below, grouped by subject matter, using the form prepared for you 
conrenience. 

(Date) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

The DIRECTOR, UNITED STATES COAST ASD GEODETIC SURVEY, 
Waekiiigton, D.  C. 

DEI~R Sw: I desire that my name be placed on the mailing lists indicate 
by chcck below to receive notification of the issuance of nautical and ;icronautica 
charts, and miscellaneous publications of the Coast and Geodetic Survey : 

109. 
109-A. 
109-B. 
1wc. 
10!I-D. 
1M-E. 
109-F. 
1004. 
109-H. 
109-1. 
10n-J. 
109-K. 
104-L. 
109-31. 
109-N. 
109-0. 
109-P. 
109-R. 

Astronomic Work. 
Base Lines. 
Coast l’ilots. 
Currents. 
Geodesy, or AIensurement of the Earth. 
Gravity. 
Hydrography. 
Leveling. 
Nautical Charts. 
Oceanography. 
Traverse. 
Seismology. 
Terrestrial Rl:ignetisni. 
Tides. 
Topography. 
Triangulation. 
Cartography. 
Aeronautical Charts. 
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